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Detailed DTC Information

ECM - Engine Control Module
P0204 — Cylinder 4 Injector "A"
13 — Circuit Open
Status

Occurrences First occurence

Mon, 11 Aug 2025
(12:36:12)

v Inactive 18

Failure event

= Current too low

= Fuel Injectors activated
= PinA14.A:78

= PinA14.A:94

Observable symptoms

= Low power

= The engine misfires

a X
E& Gaurav Kumar
Program  Impact
ECM-P020413: Inactive
Occurrences: 18
v n)s inder
v @ Engine control module (ECM) (A14) @
Operations
Last occurrence A 23754-3 Injectors 0
Wed, 13 Aug 2025
(08:57:58) ‘Switch to the "Calibrate” tab. Run the operation and follow the instructions

Test result

v 17071-3 Function parameters reset

Function status

v Repair verification

Chassis ID: 8989570 VIN: YV2XTWOAORBI89570  Work Order- 4801

Exit
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1. View DTC information (Step 1 of 3)

- [u] X
E& Gaurav Kumar

Y3 Refresh [ Clear.. U Filter~

DTC List (26 Items)

Control Unit & DTC

Driver Door Module (DDM) B100D11: Door Latch Lock/Unlock Sensors, Circuit Short To Ground

Driver Door Module (DDM) B150254: Window Antipinch Module, Missing Calibration

Electronic Brake System (EBS) U010087: Lost Communication with EMS, Missing Message
P020413: Cylinder 4 Injector "A", Circuit Open

Engine Control Module (EMS) P062B00: Internal Control Module Fuel Injector Control Performance,

No Sub Type Information

Engine Control Module (EMS) P114500: Reductant Level Moderately Low, No Sub Type Information

Front Chassis /O Module (FCIOM) C104415: City Horn Circuit, Circuit Short To Battery or Open

Instrument Cluster Graphics (IC_GFX) U103C88: Ethernet, BroadR-Reach, Port 3, Bus off

Passenger Door Module (PDM) B100D11: Door Latch Lock/Unlock Sensors, Circuit Short To Ground

Passenger Door Module (PDM) B150613: Power Window Motor, Circuit Open

Passenger Door Module (PDM) B150618: Power Window Motor, Circuit Current Below Threshold

Rear Chassis I/O Module (RCIOM) C105B15: Left Reverse Light Circuit, Circuit Short To Battery or Open

Dnnr Ahnasic A Madiin DAIALA AANEAAE. Dimit Davinran | inkt Mirniit Mirmit Chark Ta Datinn: ar

Cylinder 4 Injector "A"

Status

Inactive
Inactive

Inactive

Inactive

Inactive
Inactive
Inactive
Inactive
Inactive
Inactive

Active

[T o
[ o

Product Time: - Engine Hours: 0 Readout Time: 13/08/2025, 16:33:34

Count

2
1

First Occurrence Last Occurrence

10/08/2025, 23:43:41  10/08/2025, 23:43:41
13/08/2025, 09:19:49  13/08/2025, 09:19:49
19/07/2025, 23:03:46  19/07/2025, 23:03:46

13/08/2025, 08:58:00  13/08/2025, 08:58:17

10/08/2025, 22:33:19  10/08/2025, 23:45:49
03/08/2025, 01:59:18  10/08/2025, 13:31:49
22/07/2025, 05:41:17  24/07/2025, 15:33:16
10/08/2025, 23:43:41  10/08/2025, 23:43:41
26/07/2025, 13:44:08  28/07/2025, 16:19:44
26/07/2025, 13:44:08  26/07/2025, 13:44:08
19/07/2025, 23:26:33  19/07/2025, 23:26:33

iew DTC information

Continue >

Chassis ID: 8 989570  VIN: YV2XTWO0AOR8989570 Work Order: 4808
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3. Run Diagnostic (Step 3 of 3)

Product Status
Pasition the cursor over the objects in the view for additional information

@

Select system to display diagnostics

Product systems Status
BBIOM
0 » [= Data link, Diagnostic Trouble Codes (DTCs) @
= nfotainment ‘ “T T 1 T | = [ Datalink DTCs Q |
T T T
o] [ Services and Entertainment Module, Diagnostic Trouble Codes (DTCs) @
rAc;ﬂ ___ Fs: Engine Control Module, Diagnostic Trouble Codes (DTCs) 7
ALaRM
= I Security. [= Rear Chassis I/O Module, Diagnostic Trouble Codes (DTCs) -]
I 1
o o o wo | [ o
Backbone 1
jackbone. Run diagnostics (suggested order)
Backbone 2 Side Sersar o Lack
oy
—_ bacv | T T T 1 : Diagnostics Status
oy [ ][] [==] [== -
Ethernet 16 Active DTCs

ECM - P0204 - 13, Cylinder 4 Injector "A" - Circuit Open k-l

Inactive DTCs

Chassie v

:| T o 10 rs ] ™ ] femerm ECM - P1145 - 00, Reductant Level Moderately Low @
EHRAS PA
Chassis I I I -
1 1 T 1 1
Trailer interface ? room | [aew q g |? Reow | [ e
[‘ormon | GrHONR
Advan:ed Lighting Subnet
v Engine subnet
I I I ]
powertrain subnet [ wos | [[Moei | [mexa ] [ ver
3. Run Diagnostic v <Back Start >
Chassis ID: 8 989570  VIN: YV2XTWOAOR8989570  Work Order: 4801 | @ Product @ oniine
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ECM-P020413: Inactive
| i © |

Detailed DTC Information Information
ECM - Engine Control Module ~ Techtip
P0204 — Cylinder 4 Injector "A"
13— Cireuit Open Fault tracing areas
Status  Occurrences First occurence Last occurrence
©  Inactive 18 Mon, 11 Aug 2025 Wed, 13 Aug 2025 v o Wiring harness (2]
(12:36:12) (08:57:58)

v o Injector (Cylinder 4) (Y33.4)

®

Failure event

= Current too low

v Engine control module (ECM) (A14) E
= Fuel Injectors activated ° 9! (ECM) (A14) (2]
= Pin A14.A78 Operations
= Pin A14.A:94
Observable symptoms v 23754-3 Injectors (2]
= Low power
= The engine misfires v 17071-3 Function parameters reset g
Exit
Chassis ID: 8989570 VIN: YV2XTWOAORBOBI570  Work Order- 4801 | @ Product @ Onine
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ECM-P020413: Inactive
Occurrences: 18

Component location

1. ECM 2. VCIR 3.Y33

lilustrations are used for reference only, may differ slightly from the actua’
P Qg a

Fault tracing areas

A G Wiring harness

‘Suggested actions

= Start the fault tracing with a connector and wiring hamess check to verify
that they are free from a faulty connection and damage

= Run the Wiggle wire test to find any intermittent faults in the wiring harness

or connectors

For further instructions, see service information: Cables and connectors, fault
tracing. To perform any repair actions, use the Service Information

v 1 Connector check: A14.EB
2 Connector check: VCIR
3 Connector check: Y33(4)

4 Continuity test

<€ ¢ < <

5 Pin to Pin Check

(]

Chassis ID: 8989570 VIN: YV2XTWOAORBI89570  Work Order- 4801
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ECM-P020413: Inactive
Occurrences: 18

Impact

Component location

Information

Qe a

v Tech tip

Fault tracing areas

v @ wiring harness

®

A~ e Injector (Cylinder 4) (Y33.4)

ElNote! If an injector is replaced

1. Program the injector trim codes (Injectors - Calibration)
2. Reset of service parameters (Function parameters reset - Injector)

v 1 Connector check

Vv 2 Electrical test

Chassis ID: 8989570 VIN: YV2XTWOAORBI89570  Work Order- 4801
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ECM-P020413: Inactive
Occurrences: 18

]

Component location ~ @ Engine control module (ECM) (A14) @
Qe a @ IMPORTANT
Proceed with the tests on the ECU only after the other fault tracing
areas are completed
v 1 Connector check: A14 EB (2]
v 2 Component function state 6
Operations
v 23754-3 Injectors (~]
v 17071-3 Function parameters reset (2]
Function status
v Repair verification @

Chassis ID: 8989570 VIN: YV2XTWOAORBI89570  Work Order- 4801





